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NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

2. DO NOT SCALE DRAWINGS.

3. "DIMENSIONS APPLY FOR ALL RACKS, OPTIONAL HEIGHT OF 42" (1067MM) IS AVAILABLE.

4. THE MODEL NUMBERS INDICATE THE NUMBER OF BIKES EACH BIKE RACK HOLDS.

5. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.cominfo
REFERENCE NUMBER (96-001C

7~ BR SERIES BIKE RACKS

C 7 BIKE CAPACITY
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